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Convenient built-in
accessory tray on hood

Spring loaded tracer point and nickel-plated
adjustment ring provides for accurate

calibration of keys

Incorporated tubular clamping systems
allows for easy tubular key duplication

Lockable carriage/table for dimple
keys and prevents movements

during transport

Improved carriage design 
(now with linear bearings)

Replaceable jaw surface on cutter side
provides for an economical repair 

Designed and manufactured in
conformity with European Standards.   

TECHNICAL DATA:

Power Supply: 120V/50-60Hz,1.7 Amp, 240 Watt

Motor: .2 hp, single phase and speed, 6000 rpm (+/-10%)

Movement: Three axis via linear bearings

Carriage Runs: 
X axis: .95 in (24 mm)
Y axis: 2 in (50 mm)
Z vertical axis: .87 in (22mm)

STANDARD ACCESSORIES:
 
Laser Keys:
Cutter: FE04 2.5 mm (D741433ZB)
Tracer: TE04 2.5 mm (D741432ZB)

Dimple Keys:
Cutter: FE01 0.65 mm (D741127ZB)
Tracer: TE01 0.65 mm (D741128ZB)

DIMENSIONS:
 
Width: 10.2 in (260 mm)                                                                                         
Depth: 11.2 in (285 mm)
Height: 12.4 in (315 mm)

Weight: 26.5 lbs (12 Kg)

OPTIONAL ACCESSORIES:
LASER:
Cutter: FE05 1.8 mm (D741435ZB)
Tracer: TE05 1.8 mm (D741434ZB)

OPTIONAL ACCESSORIES CON.

TUBULAR KEYS:
Cutter: FE07 (D741439ZB)
Tracer: TE07 (D741438ZB)

Adapters: 
Mercedes® Narrow Blade Keys
(D749777ZB) 

Adapters for Narrow Bladed Keys used on
VW®, Audi®, Saab® 
(D749778ZB)

Based on the existing Swift Plus platform, the all-new Swift 2.0
introduces a fresh aesthetic appearance and an enhanced carriage
design that enables smoother operation for users. Lightweight and
compact, this model is ideal for mobile use or environments with
limited counter space, making it the perfect entry-level mechanical
key cutting machine for duplicating laser, dimple, and tubular keys.

BOLD NEW LOOK
 unmatched performance

Accommodates Tubular keys with outside
diameter minimum .157 in (4mm) to a

maximum of .472 in (12mm)


